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TYP 430 MIT SELBSTVERRIEGELUNG 

Der Temperaturschalter wurde als Sicherheitsabschalter für Regelsysteme konzipiert. Wird der 

Schaltpunkt erreicht, dann schaltet ein potentialfreier Relaiskontakt. Erst durch das Schalten des 

Eingangs Clear gegen GND wird dieser Zustand wieder aufgehoben. Auch nach Abfall der 

Versorgungsspannung bleibt das Relais in dem vorherigen Schaltzustand. Der Bereich von 

0…300°C wird als Standardbereich geliefert. Andere Bereiche sind auf Wunsch ebenfalls lieferbar. 

Der Schaltpunkt wird von uns voreingestellt, kann aber vom Kunden jederzeit im vorgegebenen 

Bereich abgeändert werden.  

 

TECHNISCHE DATEN  
 

Schaltausgang: Relais Wechsler  

Schaltleistung: 220 VDC/60W, 250VAC 125VA  

Relaistyp: bistabil 
Schaltzustand bleibt auch nach 
Spannungsausfall erhalten 

Versorgungsspannung:   18…34VDC  

max. Stromaufnahme: 40mA  

Sensor: PT100  2-Leiterschaltung, PT1000 möglich 

Einstellbarer Schaltbereich: 0…300C  

Schaltgenauigkeit: 1°C  

Drift des Schaltpunktes: 100ppm/°C  

Hysterese bei 0C: ca. 1  (2,5°C)  

Hysterese bei 300C: ca. 1,5  (3,5°C)  

Feuchte:  <95%  

Umgebungstemperaturbereich: -25…85°C  

Montage: 35mm Schiene  

Material: Polycarbonat  

Dimension: 75x25x53mm  H x B x T 

Klemmart:  Schraubklemmen  

Klemmbereich:  0,2…2,5mm²  

Gewicht:  ca. 60g  

EMV: 
EN 61326-1 
EN 61326-2-3 

Emission und Störfestigkeit 

Anschlussbelegung: 

8, 2  Taste zum Entriegeln extern anschließbar  
3, 4  Sensor PT100 zur Temperaturerfassung 
5,6, 7  Relaisausgang 
2,1  Versorgungsspannung 24V DC oder AC 
2 Masse und Anschlusspunkt für Sensor und Taster 

*LED leuchtet, wenn Relais abgefallen ist 

 

Durch Irrtümer und technische Weiterentwicklungen bedingte Änderungen sind vorbehalten  September 2020 
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TYPE 430 WITH SELF-LOCKING 

The temperature switch was designed as a safety cut-off switch for control systems. If the 

switching point is reached, a potential-free relay contact switches. This state is only cancelled 

again by switching the Clear input to GND. Even after the supply voltage drops, the relay remains 

in the previous switching state. The range of 0...300°C is supplied as standard range. Other ranges 

are also available on request. The switching point is preset by us, but can be changed by the 

customer at any time within the specified range. 

 

TECHNICAL DATA  
 

Switching output: Relay changeover  
Switching capacity: 220 VDC/60W, 250VAC 125VA  

Relay type: bistable Switching state is maintained even 
after power failure 

Supply voltage:   18...34VDC  

Max. current consumption: 40mA  

Sensor: PT100  2-wire circuit, PT1000 possible 

Adjustable switching range: 0…300C  

Switching accuracy: 1°C  

Drift of switching point: 100ppm/°C  

Hysteresis at 0C: approx. 1 (2,5°C)  

Hysteresis at 300C: approx. 1.5 (3.5°C)  

Humidity:  <95%  

Ambient temperature range: -25…85°C  

Mounting: 35mm rail  

Material: Polycarbonate  

Dimension: 75x25x53mm H x W x D 

Clamping type:  Screw terminals  

Clamping range:  0,2...2,5mm²  

Weight:  approx. 60g  

EMC: EN 61326-1 Emission and noise immunity 

Pin assignment: 

8, 2  Button for unlocking can be connected externally 
3, 4  Sensor PT100 for temperature detection 
5,6, 7  Relay output 
2,1  Supply voltage 24V DC or AC 
2 Ground and connection point for sensor and pushbutton 

*LED lights up when relay has dropped out 

 

Subject to change due to errors and technical developments.     September 2020 


